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O APPLIANCE FEATURES

DEAR COSTUMER
Please read the user manual carefully before you continue.

The appliance has the following features:

« Full function remote control

- Displaying all menus and commands for the operations performed on the screen (On Screen Display).
+ Multilanguage OSD menu support

- 100 analog channel memory (Optional)
« Auto search option

« Programmable Switch ON/OFF times

- Auto stand-by after the end of broadcast

- Auto display format (4:3 or 16:9) definition

« Fast teletext with 1000 pages of memory

« Digital Connection with HDMI Input

« Playing audio, picture and film files from USB input.
- 4000 digital channel memory (Optional)
+ Cl Module

* AV Input

* YPbPr Input

* Scart

. Headphone Output

« SPDIF Digital Audio Output

-DVBT2/C (Optional)

- DVBT2/C/S2 (Optional)

- DVB S2 (Optional)

Hnml “The terms HDMI, HDMI High Definition Multimedia Interface, and the HDMI Logo are trademarks
Wonoernar o MoLrEDIA NrEREA - or registered trademarks of HDMI Licensing Administrator, Inc”




O SAFETY WARNINGS

RISK OF ELECTRICAL SHOCK
DO NOT OPEN

WARNING: PLEASE DO NOT OPEN COVER (OR BACKPANEL) TO AVOID

ELECTRICAL SHOCK DANGER.
THE DEVICE DOES NOT INCLUDE PARTS WHICH CAN BE REPAIRED BY USER.
\ (REFER TO AUTHORIZED PERSONEL FOR SERVICE OPERATIONS. )

This sign is used for the purpose of warning against risk of electrical shock, because of
non-insulated parts that the device includes.

This sign is used for the purpose of warning user that the appliance manual includes
important operating and maintenance (service) instructions.

- Make sure that voltage on the identification plate meets the local electric network voltage.

- Parts of the device set are heat sensitive. Maximum ambient temperature must not exceed 40°C.

« To ensure adequate ventilation, at least 10 cm clearance around the product to remain in place.

+ The unit set back or cover the ventilation holes on the sides. Ventilation holes in the newspaper,
tablecloth, cover with objects such as curtains.

« Install the device far enough from the heat sources (fireplace etc.) and devices that creates strong
magnetic and electrical field.

+ Relative humidity at the installation room must not exceed 85%.

- Do not expose your appliance to direct sunlight when placing.

- Do not expose your appliance to mechanical vibration or bump.

- Do not place your appliance on dusty environments.

« Water splashes or drops must be avoided upon the devices.

« Substances filled with water (vase, etc.) must not be placed upon the device.

- Condensation can be seen on screen (and on some parts inside the Device set) when moving the set
from a colder ambient to a warmer one. Before switching on the appliance set again wait for the
evaporation.

- The appliance set can be operated or switched to standby status using the buttons on the set.

- If you are not planning to use the appliance for a long time, unplug the power cable from the main
plug.

- Itisrecommended to unplug the Device set from mains switch and antenna cable during thunderstorms
to avoid hazardous electrical or electromagnetic fluctuations. Therefore, arrange the mains and antenna
plugs to be unplugged easily when needed.

- Do not place inflammable objects such as lighting candle on the appliance.




Installation
- Install the appliance near a plug that can be accessed easily.
« Place the appliance set on fixed and flat ground.

Wall mount
Remark: Two persons needed for this operation.

To ensure a secure installation consider the following security notes:

« Check the carrying capacity of the wall for the total weight of appliance set and wall mounting
mechanism.

« Follow the instructions coming with the wall mount piece.

- The appliance set must be installed on a plain wall

« Make sure to use seals adequate with the wall material.

» Make sure that the appliance set cables won't hang up on the device.

All other security instructions concerning our appliance sets are also valid in here.

Caution:

Make sure that the surface you are planning to place the appliance set on is strong enough to carry the
weight. Do not place the set on an unstable surface (a mobile rack, utmost point of a section, etc) and
make sure that the front side of the TV set does not hang down over the surface it is placed on.

Transporting the Appliance

- Remove all cables before moving the appliance set.

» When lifting or relocating the appliance set, hold its bottom firmly. Do not stress on LED panel.

+ When moving the appliance set, do not expose it to shock or over-vibration.

+ When relocating the appliance set or moving it for any reason, package it using original cardboard and
packaging materials.

LED panel

Materials used when generating this product are made up of fragile elements. Therefore, product can
be broken when in cases of falling over or bumps. LED panel is a high tech product and offers you high
detailed images. From time to time, a few inactive pixels on screen can appear in blue, green or red
steadily. This has no effect over the product performance.

Maintenance

Before cleaning, always unplug the TV set from the wall outlet. Use a glass cleaner or a smooth cloth
without pressing on LED panel to clean the screen and a soft cleanser for the rest of the set. Acetone,
toluene or alcohol containing cleaning materials can harm LED panel of your appliance. Do not use
cleaners containing this kind of substance.

Important: Aggressive cleansers, alcohol based and abrasive products can damage screen. Frequently
dust out the ventilation pores. Using solvents, abrasive or alcohol based products can damage the
appliance set. In case of any object or liquid leakage inside the device, immediately pull out the plug
and have the device checked by an authorized service. Neither unseal the device by yourself nor have
it opened by unauthorised people, otherwise you will risk both yourself and the device.

Keep the packing box and original packing materials to repack your appliance when needed.




Conditions Regarding Environment and Human Health

Complies with the WEEE Directive.

WEEE

This device is made of up of parts which can be recycled in accordance with the
WEEE Directive must not be disposed.

« This symbol on product or its package indicates that this product should not be treated as
a domestic waste. Instead, it should be delivered to appropriate collection points for recycling
electrical and electronic appliances. You will help potential negative results that may arise
in respect of environment and human health be prevented by ensuring that this product is
disposed accordingly.

Recycling the materials will help natural resources be protected.

For more detailed information regarding recycling of this product, please contact local

civil offices, domestic wastes disposal services or the dealer you have purchased the

product.

« Do not touch the outlet and wall adapter with wet hands.

+ Whenever you recognize a burning smell or smoke immediately unplug the mains switch of appliance
set.

- Do not open the back cover of the appliance set on your own. Otherwise you may be exposed to
electric shock.

« The appliance set has adequate protection to avoid giving away X-ray radiation. Workouts carried by
unqualified persons, changes in the high voltage section or changing the LED panel with an inadequate
model can cause a major increase in the X-ray radiation. A set modified this way has no initial specifications
and must not be operated.

« Excessive sound pressure from earphones and headphones can cause hearing loss.

« Throw used batteries into appropriate bins considering the damages it can give to the environment.

Information Regarding Usage Faults

« Any liquid contact to product in case of rainwater reaches to the product through antenna cable,

- Incorrect voltage application, high voltage reception,

- Interventions performed by unauthorised individuals,

« Faults due to dropping and crashing after the product is delivered to the consumer, the breakages and
scratches on outer surface are all user faults.

Information Regarding Efficient Use in Respect of Energy Consumption

« When the appliance set does not work, it should be unplugged rather than being turned off using the
remote controller. In case it is turned off by the remote controller, it will continue to consume energy
on Stand-By position.

« Low sound level will reduce energy consumption.

10 years of life

EU declaration of conformity

q3

Hereby, Atmaca Elektronik A.S declares that this TV is in compliance with Directive 2014/53/EU.
The full text of the EU declaration of conformity is available at the following internet address:
http://www.sunny.com.tr




O KEYPAD AND CONNECTIONS

Remote Control Receiver and
On / Off Button

0 REAR CONNECTIONS

O e = = ® O
USB HDMI1 AV/YPbPrAV/YPbPr

EARPHONE (5V 500mA) (ARC) HOMI 2 SCART VIDEO AUDIO

*SPDIF Optional 1 X ((<a>)) *DTV Optional 1
SEDIH DVB-S2
OPTICAL (LNB-IN) TUNER(RF)
sor | *SPDIF Optional 2 D\/gmlsz *DTV Optional 2
COAX

(LNB-IN)

((‘li’» *DTV Optional 3
*Optional features are changable according to model. TUNER(R)




[0 OPERATING APPLIANCE

After reading the instructions on this page regarding
the operation of your appliance set and remote control,
you may continue with the pages about controlling the
remote control and channel adjustment procedure.

l ° 1. Place two AAA batteries inside the remote control.

Matters to be taken into account while using the

batteries. Only use the specified type of batteries. Make sure to
make the polarization properly. Do not use old and new batteries

‘ together. Do not use rechargeable batteries. Do not expose the
batteries to high temperatures; do not throw in the fire, charge
or lay open. Otherwise this may cause effluence or explosion.
Remove the remote control batteries if you will not use it for a
long time.

2. Plug the electric cable FIRST to the appliance, and THEN to the wall plug.

CAUTION: The battery, there is danger of explosion is replaced by an incorrect battery type. Replace
only with the same or equivalent type battery.

Your appliance set can only be connected to an AC power supply. It must not be connected to a DC supply.
If the plug is departed from the electric cable, never plug it into wall plug.

Note: Pictures are figurative. Location of the electric socket at the back side of the appliance can vary upon
the model.

3. Switch on your Appliance by pressing the POWER button at the rear. You may enter the MENU with
MENU button, decrease the volume with VOL- button, increase the volume with VOL+ button and switch
between the PR -/+ buttons.




[0 REMOTE CONTROL KEY FUNCTIONS

(Y PowER

) SOURCE

AUDIO
EPG

(=X SAT.LIST

P>

SLEEP
S/M/D

RES.
0-9

o
COLOR BUTTONS!

A
v

:When the Power button is pressed if TV is already turned on,
it passes to Standby mode. If it is already turned off it turns on.
: Opens the TV input sources menu.

:Moves the screen ligt to Sleep mode (Optional).

: Enters the teletext page.

: Shows the subtitle option in teletext.

: Selects the Audio mode (stereo, mono).

: Shows the broadcast information. Activates in TVs which include
EPG (Electronic Program Guide), DTV and satellite features.

:TTX is canceled. Lists the satellites
(Activates in TVs which includes satellite feature).
: Increases the font size in TTX, changes the TV picture mode.

:Rewind in Media.

: Play in Media. Shows record list menu.
: Pause in Media.

: Fast forward in Media.

: Plays the previous file in Media.

: Stop in Media.

: Makes the recording in DTV source (Activates in TVs which include
DTV and satellite features).

: Plays the next file in Media.
: Makes list of favourite channels in ATV, DTV and satellite sources.
: Opens the settings menu (This function is optional).

: Used for taking actions on OSD menu or changing the settings.

: Used for confirming the selected processes.

: Pops up the main menu on the screen.

: Used for existing processes from menus.
: Used for increasing or decreasing the audio level.

: Gives the information of the source which is being watched.

:Turns down the volume, the mute button is pressed again to
turn up the volume.

: Used for switching to previous or next program.

: Makes lists of radio channels in DTV or satellite sources
(Activates in TVs which include DTV and satellite features).

: Activates the Sleep mode.

: Used for selecting one of the MONO/DUAL1/DUAL2/
STEREO audio modes.

: Adjusts the width/length ratio of the display.
: Used for selecting the TV program which you want to
watch or the teletext page.

: Activates the 3D mode. This function is optional.
: Used for going back to previous program.

: Activates the functions in Red/green/yellow/blue coloured
icons.




0 FIRST TIME INSTALLATION

OSD Language English

Country
@ Return

First Time Installation

First Time Installation Is Not Finished.

Are you sure to exit?

Do it next time

First Time Installation

Tv Connection Antenna

Tune Type 4 DIV+ATY P

@ Return m OK

OSD Language
Press A ¥ button to select OSD Language,and then Press qpbutton to set.

Country
Press A V¥ button to select Country,and then Press «» button to set.

Tv Connection
Press 4 button to set Antenna or Cable .

Tune type
Press «®» button to set DTV+ATV/ DTV / ATV tune type to search.

Auto Tuning
Press ok button to select Auto Tuning .

Return
Press MENU button to enter Submenu and then press <«» button to select Yes/No/Do it next time.

**NOTE: This page is Optional.

e



[0 SOURCELIST

Press Source button to show source list. Press A ¥ button to choose
the mode. Press OK button to enter the mode.
Input Source

Antenna
Cable
Satelitte
ATV
AV

SCART
YPBPR
HDMI 1
HDMI 2
Media Player

@ ok

O ANTENNA MODE

CHANNEL DVB Select Type
Auto Tuning
DVB-T Manual Tuning
ATV Manual Tuning
Programme Edit
Signal Information
Cl Information
LCN

B Select ER Enter " Return Exit

Press MENU button to show Channel, Picture, Sound, Time, Lock, Option menu. Press OK button to select
specific submenu and the adjustable value. In the submenu, press A ¥ or €4» button to select menu item.

**NOTE: This page is Optional




Channel Menu

CHANNEL DVB Select Type
Auto Tuning
DVB-T Manual Tuning
ATV Manual Tuning

Programme Edit
Signal Information
Cl Information
LCN

B select A Enter E® Return Exit

Press A ¥ button to selcect Auto Tuning/DVB-T Manual Tuning/ATV Manual Tuning/Programme Edit/Signal
Information/Cl information menu.Press OK button to select specific submenu.Press Exit
button to exit.

Auto Tuning
Press A ¥ button to select Auto Tuning,and then press OK button to enter submenu.

Tune Type DTV + ATV Channel Tuning

United Arab Emirates Estonia 0 Radio : 0 Data

New Zealand Algeria

Morocco Egypt

) %s I Freq: 182.25 MHz

Please press MENU key to exit

BJEnter £D Adjust =1 Return

Country
Press A ¥ button to select Country,and then press 4®button to select Portugal/Spain/UK etc.

Tune Type

Press A ¥ button to select Tune Type,and then press «»button to select DTV/ATV/ATV+DTV.
Press OK button to enter Auto channel Tuning.

Press MENU button to exit Auto channel Tuning.

**NOTE: This page is Optional




DVB-T Manual Tuning
Press A ¥ button to select DVB-T Manual Tuning,and then press OK button to enter submenu. Press €» button
to select channel.

DVB-T Manual Tuning

UHF CH 47

Bad 682.00MHz
hpeeeses |

Return
Press MENU button to return.

Search
Press OK button to search.

ATV Manual Tuning
Press A ¥ button to select ATV Manual Tuning,and then press OK button to enter submenu.

A

ATV Manual Tuning

DVB-T Manual Tuning
UHF CH 47 StorageTo 1

Sound System BG

Color System PAL

Search
Fine-Tune

Frequency 682.00 MHz

Bad 682.00MHz
OO T

Save D Return

Program No.
Press A ¥ button to select Program No.,and then press €» button to select Program number.

Color System
Press A ¥ button to select Color System,and then press «» button to select AUTO/PAL/SECAM.

Sound System
Press A ¥ button to select Sound System,and then press €qp button to select L/DK/BG/I.

AFC
Press A V¥ button to select AFC,and then press €» button to select On/Off.

Fine-Tune
If set AFC Off, press A V¥ button to select Fine-Tune,and then press «p button to set.

Search
Press A V¥ button to select Search,and then press 4» to search.

Save
Press red button to save.Press MENU button to return.

**NOTE: This page is Optional.

L3 ey



[0 CHANNEL MENU

CHANNEL DVB Select Type
Auto Tuning
DVB-S Manual Tuning
Programme Edit

Satellite Edit
Signal Information
Cl Information

B select ERd Enter ! Return Exit

User can select Satellite or frequency by <«» button on remote. Also user can type the frequency
number using keypad on remote.

Automatic Tuning

For Automatic Tuning use A ¥ key on remote and select “Automatic Tuning” setting, than pres “OK”
buton.

Satellite Auto Tuning Setting

Satellite (1/59) Ku_TURKSAT 3A, 4A
Channel Type

Service Type

Scan Mode

Unicable

Search

B select € Adjust @@ Return

NOTE: This page is Optional




Satellite
To select the satellite press OK button and select the satellite from the A V list.

Channel Type
To select the channel type press €4» buttons.

Service Type
To select the service type press 4» buttons.

Scan Mode
To select the scan mode press 4P buttons.

Unicable
To adjust the unicable press OK button.

Search
Press OK button to search.

DVB-S Manual Tuning

DVB-S Manual Tuning

Satellite (1/59)Ku_TURKAT 3A, 4A
Transponder (1/72)11054 V 30000
Unicable Off

Network Scan Off

Channel Type

Service Type

Quality I
Strength

B} Select R enter M Return

Select TV Connection/ Satellite, DVB-S Manual Tuning than press “OK” buton. “EXIT” buton will cancell
automatic search.

NOTE: This page is Optional




[1 CABLE MODE

Channel Menu

Press A ¥ button to selcect DVB Select Type/Auto Tuning/DVB-C Manual Tuning/ATV Manual Tuning/
Programme Edit/Signal Information/Cl information/LCN menu. Press OK button to select specific submenu.
Press Exit button to exit.

CHANNEL DVB Select Type
Auto Tuning
DVB-C Manual Tuning
ATV Manual Tuning
Programme Edit
Signal Information
Cl Information
LCN

B select B3 Enter Return Exit

Auto Tuning
Press A ¥ button to select Auto Tuning,and then press OK button to enter submenu.

Channel Tuning

0 Radio : 0 Data

%s [ Freq: 182.25 MHZ

Please press MENU key to exit

**NOTE: This page is Optional




Country
Press A ¥ button to select Country,and then press «» button to select Portugal/Spain/UK etc.

Tune Type
Press A ¥ button to select Tune Type,and then press <«» button to select DTV/ATV/ATV+DTV.

Scan Mode
If Tune Type is DTV/ATV+DTV,press A ¥ button to select Scan Mode,and then press <« button to select
Full/Network Scan.

Network ID/Frequency/Symbol Rate
If Scan Mode is Network Scan,press A ¥ button to select Network ID/Frequency/Symbol Rate,and then press
button to set.

Search
Press OK button to enter Submenu. Press MENU button to exit. And then press €» button to select Yes/On..

Return
Press MENU button to return.

DVB-C Manual Tuning

Frequency
Press A ¥ button to selcect Frequency,and then press €4»
or digtal button to set.

DVB-C Maual Tuning

Frequency(Khz) 770000

Symbol

Symbol (ks/s) Press A ¥ button to selcect Symbol,and then press <4»
or digtal button to set.

QAM Type

QAM Type

Search Press A ¥ button to selcect Symbol,and then press <4»

button to set.

Bad Normal

W Search
Press OK button to begin to search.
% Input Number @ Return

NOTE: DVB-C items is Optional.

**NOTE: This page is Optional




Programme Edit
Press A V¥ button to select Programme Edit,and then press OK button to enter submenu.

Programme Edit Programme Edit Programme Edit

1TRTHD 1TRTHD 1TRTHD

1TRTHD

9

1TRTHD 1TRTHD

6 TRTWORLD HD

g

6 TRT WORLD HD 6 TRT WORLD HD

g

Bl B B E
H B B B
Fl B B B
H & 8 B

6 TRTWORLD HD 6 TRT WORLD HD 6 TRT WORLD HD

10TRTHD

10TRT HD

10 TRT HD 10TRT HD

3

10 TRT HD 10 TRT HD
3 SINEMATV AKSIYON 3 SINEMATV AKSIYON 3 SINEMATV AKSIYON

3 SINEMATV AKSIYON 3 SINEMATV AKSIYON 3 SINEMATV AKSIYON

3 SINEMATV AKSIYON 3 SINEMATV AKSIYON 3 SINEMATV AKSIYON

Delete I Move Skip. I Move Delete I Move Skip
R Select Favorite [l Delete All {8 Return| 3 Select Favorite [} Delete All {8 Return

Delete Channel

Are you sure to delete? All

m Select mCIear m Return

Delete
Press A V¥ button to select channel you want to delete,and then press red button to enter Submenu.
Press «pbutton to select Yes/No.

Move
Press A V¥ button to select channel you want to move,and then press yellow button to enter Submenu.
Press A V¥ button to select the position.

Skip
Press A V¥ button to select channel you want to skip,and then press blue button to enter Submenu.

Rename
Press A V¥ button to select channel you want to rename,and then press green button to set.

Delete All
Press 0 button to enter Submenu and then press €» to select ALL/DTV/ATV,press OK to clear.

Select
Press A V¥ button to select channel you want to select,and then press OK button to begin display.

Return
Press MENU button to return.

Save
Press red button to save.

**NOTE: This page is Optional.




Signal Information
Press A ¥ button to select Signal Information,and then press OK button to enter submenu and then you can
see signal information in detail. Press MENU button to return.

Signal Information

Channel 1
Frequency 11054 MHz
Quiality 31

Strength 35

@ Return

Channel list
Channel List

1TRTHD

9 9
5
< <

1TRTHD

6 TRT WORLD HD
6 TRT WORLD HD
10TRT HD

10 TRT HD

3 SINEMATV AKSIYON

3 SINEMATV AKSIYON
3 SINEMATV AKSIYON

# Find ¥ Sort @ Satellite List
M Select List #l Programme Edit [E3 Select

KD Page Up/Down

If you are watching program,press OK button to enter Submenu and then you can see the Channel List.

Return
Press MENU button to return.

**NOTE: This page is Optional.




0 PROGRAMME GUIDE (EPG)

PROGRAMME GUIDE

6 TRT WORLD HD 02 May 2016 07:44
02 May 2016 12:30 - 14:00

No Information

Channel Name Time Programme
1 TRT HABER HD 52. Cumhur baskanligi Tuirki
" 2TRTSPORHD | 25 lIsitme Engelliler Spor Bilteni
3 TRT BELGESEL HD g Hava Durumu

Record [MDisplay [l Schedule Remind PageUp/Down m Select
J&0 Move View |44 Pre Day Pp| Next Day

To open the programme guide, press EPG button. Press A ¥ buttons to display the channel information. To
change the channel, press OK button.

Record
Press RED button to create record. To operate in the drop-down menu, use A ¥ and 4P buttons.

Display
Press GREEN button for detailed information.

Schedule
Press YELLOW button to open the schedule.

Schedule List

6 TRT WORLD HD 02 May 2016 07:44

Time Date Programme Title Channel Name
Isitme Engelliler Spor Biilteni 476 TRT SPOR HD

[ - [
[ - [
|- [

Delete B Schedule List

Remind
To create remind, press BLUE button. To operate in the drop-down menu, use A ¥ and 4P buttons.

20 g



0 RECORD LIST

Record Li Programme

1TRTHD Date

Tme

1TRTHD )
Time

6 TRT WORLD HD Channel
6 TRT WORLD HD R
10TRT HD
10TRT HD
3 SINEMATV AKSIYON
3 SINEMATV AKSIYON

3 SINEMATV AKSIYON

#1 Delete M Info
R Select # Index

To open the record list menu, press PLAY button.

Delete
Press RED button to delete the record.

Information
For the record information press GREEN button.

Select
To play the record, press OK button.

Index
Press BLUE button to change the sort type.

2016/03/17
11:15:55
00:00:07
1TRT HD
1TRT HD




O PICTURE MENU

Press MENU button to display main menu. Select the picture option by pressing 4P buttons and press OK
button. To select the submenu which you will operate in picture menu, press 4P buttons and then press OK
button. After your operation is completed in the submenu press MENU button to go to the previous menu, press
EXIT button to exit from the menu.

ip (©) &

Picture Mode Standard
Contrast 50
Brightness 50
PICTURE Saturation 50
Tint 50
Sharpness 50

Eco Mode Low
BackLight 80
Color Temperature Normal
Aspect Ratio 16:9
Noise Reduction Off
Mpeg Noise Reduction Off
Dynamic Backlight Off

B Select A Enter M Return Exit

You can enter the OSD menu by pressing MENU button on the remote and you can enter the Picture menu by
using A Vbuttons. Press OK button to operate in the Picture menu, press MENU button on the remote to go
back to the main menu again.

Picture Mode

Press OK button firstly. By using A V¥ buttons, select one of the options displayed on the screen and confirm with
OK button. You can use MENU button to go back. When you select the Picture mode as “User”, you can change
the Contrast, Brightness, Color and Sharpness settings.

Contrast

You can adjust the Contrast level by using 4P>buttons.
Brightness

You can adjust the Brightness level by using €Pbuttons.
Saturation

You can adjust the Saturation level by using 4P buttons.
Tint

You can adjust the Tint by using 4P buttons.

Sharpness

You can adjust the Sharpness level by using 4P>buttons.
Eco Mode

Use 4P keys to adjust Eco Mode level.

Color Temperature

You can adjust the Color Temperature by selecting Normal, Cold or Warm options with € buttons.
Aspect Ratio

You can adjust the Aspect Ratio by using €4®buttons.

Noise Reduction

You can adjust the Noise Reduction by using €P>buttons.

MPEG Noise Reduction

You can adjust the MPEG Noise Reduction filter by using €4®buttons.
Dynamic Backlight

You can adjust the Dynamic Backlight by using €P>buttons.

22 ey



[0 SOUND MENU

Press MENU button to display main menu. Select the sound option by pressing €4P>buttons and press OK
button. To select the submenu which you will operate in sound menu, press 4P>buttons and then press OK
button. After your operation is completed in the submenu press MENU button to go to the previous menu, press
EXIT button to exit from the menu.

ip o

Sound Mode Standard
120Hz 50
500Hz 50
1.5KHz 50
5KHz 50
10KHz 50
Balance (0]
Auto Volume

Surround Sound

SPDIF Mode

AD Switch

AD Volume

B select A Enter EM Return Exit

Sound Mode

Press OK button firstly. By using A ¥ buttons, select one of the options displayed on the screen and confirm
with OK button. You can use MENU button to go back. When you select the Sound mode as “User”, you can
change the equalizer settings.

120Hz/500Hz/1.5KHz/5KHz/10KHz

If Sound mode is“User”, press €4Pbuttons to select 120Hz/500Hz/1.5KHz/10KHz and then press OK button to
enter the submenu.

Balance

To adjust the Right/Left balance press OK button firstly. Then by using 4P buttons you can make the sound
balance adjustment between the right and left speaker.

Auto Volume

Auto Volume function is used for avoiding sound imbalance while zapping between channels which have
different sound levels.

Surround Sound

You can adjust the Surround Sound by selecting On or Off options with 4P buttons.

SPDIF Mode

To take coaxial sound output you should adjust SPDIF Mode. Press OK button to adjust the SPDIF mode firstly.
Then select one of the Auto/PCM/Off options by using 4P buttons.

AD Switch

You can adjust the AD Switch by selecting On, Off options with €P>buttons.

AD Volume

You can adjust the AD Volume by using 4P buttons.
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O TIME MENU

Press MENU button to display main menu. Select the time option by pressing €4»buttons and press OK
button. To select the submenu which you will operate in time menu, press €4Pbuttons and then press OK
button. After your operation is completed in the submenu press MENU button to go to the previous menu,
press EXIT button to exit from the menu.

Clock - -
Off Time Off
OnTime Off
Sleep Timer Off

Auto Standby 4H
Time Zone istanbul GMT+2
OSD Timer 15s

B select EA Enter B Return Exit

Clock o

To adjust the date and clock of the TV, you should select this mode and press OK button. By using A ¥
buttons, you can enter the date information into the first line, month information into the second line, year
information into the third line, clock information into the fourth line and minute information into the fifth line.

Off Time
You can make the Off Time option active by selecting this mode after you
adjust the Off Time value.

Off Time

Off Time
Hour 00

Minute 00

B select €D Adjust @Relum

OnTime OnTime
You can make the On Time option active by selecting this mode after you

Off Time adjust the On Time value.

Hour 12
Minute 00
Antenna
DTV
Channel 1
Volume 30

B select KD Adjust @Retum




Sleep Timer
To adjust the Sleep Timer press OK button firstly and then select the sleep time by pressing A ¥ buttons.

Time Zone
Itis used to adjust the time zone which you reside. You can adjust the Time Zone by pressing OK button and
then A V¥ buttons.

Time Zone

GMT +3.5 GMT +9.5

GMT +10

B} Select KD Select T Return

Auto Standby
It is used for making the device to operate in Auto Standby mode. You can select the Auto Standby by pressing
OK button and then A V¥ buttons.

OSD Timer
It is used to adjust the time in which the menu is active.




[0 LOCK MENU

Press MENU button to display main menu. Select the lock option by pressing €4Pbuttons and press OK
button. To select the submenu which you will operate in lock menu, press €4P>buttons and then press OK
button. After your operation is completed in the submenu press MENU button to go to the previous menu,
press EXIT button to exit from the menu.

Lock System

Set Password
Block Program
Parental Guidance
Hotel Mode

B select 3 Enter Return EQ Exit

Lock System

2 When you press the OK button after using A ¥ buttons,
the options below will be active: (The beginning password
is set as“0000").

Please Enter Password

Set Password

By pressing OK button you can enter the submenu and create a new password.

Block Program

Select the Block Program by using A V¥ buttons and press OK button. Block Program submenu will be opened.
Select the programme which you want to block by using A ¥ buttons and block the programme by pressing
green button on the remote. It is necessary to enter the password which you set before to unlock. Press OK
button to save the settings after you complete the operation.

Parental Guidance

Select the Parental Guidance by using A V¥ buttons and press OK button.

Hotel Mode

Select the Hotel Mode by using A ¥ buttons and press OK button.
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O OPTION MENU

Press MENU button to display main menu. Select the option settings by pressing 4P buttons and press OK
button. To select the submenu which you will operate in option menu, press €4Pbuttons and then press OK
button. After your operation is completed in the submenu press MENU button to go to the previous menu,
press EXIT button to exit from the menu.

o

English

OPTION Audio Language English

Subtitle Language English

Hearing Impaired Off
‘ PVR File System

Channel List

Software Update (USB)
Reset

HDMI CEC

Advanced Settings

B select ER Enter @™ Return Exit

OSD Language

Select OSD Language by using A ¥ buttons and press
OK button. Select the language which you want with
A VY or €4Pbuttons and press OK button.

OSD Language

English Francais

Espanol Hrvatski

Deutsch Serbian Italiano

B3 Select ED Select E® Return

Audio Languages
Select Audio Languages by using A ¥ buttons and
press OK button. Select the language which you want
with A V¥ or €4P>buttons and press OK button.

Audio Language First

Cesky English Francais

Espanol Hrvatski

Deutsch Serbian Italiano

B3 Enter D Adjust = Return




" : Subtitle Languages
Subtitle L First
HIHESLETERE RS i Select Subtitle Languages by using A ¥ buttons and press OK
button. Select the language which you want with A ¥ or 4P
Cesky English Frangais buttons and press OK button.

Turkce Hrvatski

Deutsch Serbian Italiano

B3 Enter D Adjust &R Return

Hearing Impaired
It is for selecting the subtitles which are prepared for hearing impaired people by using A ¥ buttons.

PVR File System
Select PVR File System by using A ¥ buttons and press OK button to display submenu.

Channel List
Press OK button to load channels from USB or to load channels into USB.

Software Update (USB)
Press OK button to update software from USB.

Factory Settings
Select reset by using A V¥ buttons to go to the factory settings and press OK button. To confirm the warning
menu press dbutton.

HDMI CEC
The only one remote control can control the devices connected the TV via HDMI connection. (Satellite receiver,
DVD player). To activate this menu, press the OK button.

Advanced Settings

& Select the advanced settings by using AV

buttons. When you press the OK button, the

Power Mode password screen is displayed. (This password is

same with the system lock password). After

ADVANCED SETTINGS you enter the password you can select the

desired mode by using A'Y or AV and you

can change the settings of the mode by
‘ ‘ selecting OK button in the menu.

Power Mode

When the power mode is set as “On’, if you
make power off and power on respectively, TV
is turned on by itself.

When the power mode is set as “Off’, if you
make power off and power on respectively, TV
goes to standby mode and you should press
the “POWER" button to turn on the TV.

B Select BB Enter E® Return Exit

When the power mode is set as “Last’, if you make power off and power on respectively, TV displays the last
screen before it turned off. It means that if the TV is “On” before it turned off, it will be on again and vice versa.




PVR File System
Press A V¥ button to select PVR File System, and then press OK button to enter submenu .

USB Device
Format
Time Shift Size

Free Record Limit 4 Hr.

XD select [MRetumn YD select =7 Return

Time Shift Si

File"System size

SD 14 Mins PVR File System Size All
SD 405 Mins

HD 115 Mins

HD 4 Mins

mm?turn

Return

Select Disk
Press A V¥ button to select Select Disk,and then press OK button to enter Submenu. Press A ¥ button to
select USB/Disk.

Check PVR File System
Press A ¥ button to select Check PVR File System and then press OK button to begin check.

Free Record Limit
Press A ¥ button to select Format and then press 4P button to set.
Press MENU button to return.

Format

Press A ¥ button to select Format,and then press OK button to enter Submenu.

Press 4P button to select PVR File System Type and then press 4P>button to set.
Press €P>button to select PVR File System Size and then press 4P>button to set.

Restore Factory Default
Press A ¥ button to select Restore Factory Default and then press OK button to enter submenu. Press 4P
button to select Yes/No.

**NOTE: PVR File System items is Optional.
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1 UsB MODE

Press meun button to show Photo, Music, Movie, File. Press €®button to choose specific menu and the
adjustable value. In the submenu, press A ¥ or €4®» button to choose menu item.

Photo Show

Picture

MSD305P

MSOICERT V6.0
DELETE

A b Select




9332j05

(g | B B o

@ Rotates Rotate- Zoom + Zoom - Hove

1. Insert USB Port to USB entry.

2. Press A ¥ or €4Pto select photo, and then OK button to enter submenu.

3. Select C:\, press OK button to enter submenu.

4. Select the specific photo,and press OK button to confirm.

5. Press »|| button to play,and OK button to show function menu.Press | ¢« button to play the previous
one,pp| to play the next one.

6. Press EXIT button to play.

Music Play

1. Insert USB Port to USB entry.

2. Press A ¥ or 4P to select photo, and then OK button to enter submenu.

3. Select C:\, press OK button to enter submenu.

4. Select the specific photo,and press OK button to confirm.

5. Press P || button to play,and OK button to show function menu.Press |¢« button to play the previous

one, »P | to play the next one.
6. Press EXIT button to play.




Movie Play

rase I g / %

0000:52 / 0005:36

1. Insert USB Port to USB entry.

2. Press A ¥V or €» to select photo, and then OK button to enter submenu.

3. Select C:\, press OK button to enter submenu.

4. Select the specific photo,and press OK button to confirm.

5. Press || button to play,and OK button to show function menu.Press |4« button to play the previous
one, pp| to play the next one.

6. Press EXIT button to play.

File Show
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@ DELETE

. Insert USB Port to USB entry.

. Press A ¥ or 4P to select photo, and then OK button to enter submenu.

. Select C:\, press OK button to enter submenu.

. Select the specific photo,and press OK button to confirm.

. Press »|| button to play,and OK button to show function menu.Press |¢«button to play the previous
one, BP| to play the next one.

6. Press EXIT button to play.
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0 TROUBLESHOOTING

You may solve most of the problems you may face with your TV by referring to the following troubleshooting list.

No picture, no sound

1. Check whether the fuse or breaker works properly.

2. Check the wall plug by plugging another device whether it is working or not.
3.There may be a loose contact between the power cord and the wall plug.

4. Check the signal source.

No colour

1. Change the colour system.

2. Adjust saturation.

3.Try another channel. The program received can be in black and white.

Remote control not working

1. Change the batteries.

2.The batteries may be inserted improperly.
3.The plug of your device may be pulled out

No picture, normal sound
1. Adjust brightness and contrast.
2.There may be a broadcast problem.

Normal picture, no sound

1. Increase the volume by pressing VOL+

2. Sound setting was muted, press MUTE button to change.
3. Change the sound system

4. There may be a broadcast problem.

There are irregular waves
This problem generally occurs due to signal Interference arising from some devices around such as a car, a fluores-
cent lamp or a hair dryer, etc. Adjust the antenna in a way that will minimise the signal interference.

Black Screen in VGA mode
Your TV may not be supporting the resolution set by the PC. Use the best resolution setting or other standard
resolution settings of the Windows system.

Picture noise and Signal interference
If the antenna has been placed at a frontier zone, there may be picture loss as noisy pixels. If the signal is too weak, a
special antenna should be needed to Install to increase the signal reception power.

1. Adjust the location and direction of your portable or fixed antenna
2. Check antenna connections.

3. Adjust fine tuning.

4.Try another channel. There may be a broadcast problem.

Shaded picture

Shaded picture arises from the reception of two reflection of TV signal. One of them is the directly receiving signal
and the other is the one reflected from high buildings, hills or other objects. To change the location and direction of
the antenna may improve signal reception.

Radio frequency interference
In this type of signal interference generally running waves or vertical lines occur, and in some cases picture contrast
decreases. Find the radio frequency causing signal interference and remove it.

Freeze and mosaic on display

The signal strength of the channel may be low or the dish antenna may not be receiving satellite signals properly. Try
other channels, if the other channels have a problem, the dish may not be positioned correctly. Depending on the
satellites used, the dish antenna should be relocated, not to obstruct the satalite signals, the dish should not be
placed close to the tall building, the tree, etc.,

NOTE: In very cloudy and stormy weather, satellite signals are weakened, so there may be problems such as freezing
in the image, not getting the image. This problem is independent of television.

@



0 TECHNICAL SPECIFICATIONS

0OSD LANGUAGE

30 OSD LANGUAGES

English, German, French, Dutch, Bulgarian, Polish, Russian, Czech, Croatian, Hungarian, Romanian, Slovak, Turkish, Greek, Lithuanian, Serbian,
Arabic, Persian, Macedonian, Albanian, Italian, Portuguese, Spanish, Danish, Norwegian, Slovene, Swedish, Kurdish, Bosnian, Latvian

Panel Type LED
PANEL Luminance 300 cd/m2 (Typ)
Max Resolution 1920x1080
Viewing Angle 178°
Receiving Range 48.25MHz ~ 863.25MHz
Input Impedance 75Q
ATV -
Video System PAL, SECAM
(optional)
Sound System BG, DK, I, L, NICAM/A2
Max Storage Channels 100
Modulation QPSK:16QAM,64QAM, 32QAM, 128QAM, 256QAM
Video System MPEG-2MP@ML,MPEG-2 MP@HL,H.264,H.265
DVB-C
; MPEG1/2 Layer I and II
(optional) Audio System
AC-3, DD/DD+(Option& need license)
Receive Channel 500
Modulation COFDM 2K/8K, QPSK,16QAM,64QAM
Video System MPEG-2MP@ML,MPEG-2 MP@HL,H.264,H.265
DVE-T MPEG1/2 Layer T and Il
(optional) Audio System
AC-3, DD/DD+(Option& need license)
v
Receive Channel 500
Compliant with EN302755V1.3.1 COFDM: 1K to 32k; SupportT2-Lite,code
Modulation rate:1/3,2/5;QPSK: 16QAM,64QAM, 256QAM Bandwidth: 6,7,8Mhz; Guard Interval: 1/128--
DVB-T2 1/4;Code rate:1/2,3/5,2/3,3/4,4/5,5/6SPP: PP1 to PP8
(optional) Video System MPEG-2MP@ML,MPEG-2 MP@HL,H.264,H.265
MPEG1/2 Layer I and II
Audio System
AC-3, DD/DD+ (Option& need license)
Modulation COFDM 2K/8K, QPSK,8PSK
LNB Power Auto/13V/18V/OFF Out put 350mA@Max
LNB Switch Control 22KHz
DVB-S/S2 DISEQC Version 1.0/ 1.1 compatible
(optional) Video System MPEG-2MP@ML,MPEG-2 MP@HL,H.264,H.265
MPEG1/2 Layer land II
Audio System
AC-3, DD/DD+ (Option& need license)
Receive Channel 4000
HDMI 480i, 480p, 576i, 576p, 720p, 1080i, 1080p
Component 480, 480p, 576i, 576p, 720p, 1080i, 1080p
VIDEO INPUT |SCART CVBS & RGB
Video System PAL/NTSC/SECAM
i Video Level 1.0 Vrr£5%
AUDIO INTPUT :‘u’g‘,co"mp"”e“t Mini RCA Input 0.2 ~ 2.0 Vs

AUDIO OUTPUT

Frequency Response

100Hz~15KHz @+3dB (1KHz, 0dB reference signal)

Max Output Power

2x8W(8Q) THD+N<10%@1KHz for Loudspeaker

2x8mW(32Q) THD+N<10%@1KHz for Headphone

COMB FILTER |3D

DEINTERLACE 3D

WEAK SIGNAL YES

ENHACEMENT

NOISE
REDUCTION vES

HOTEL MODE YES

KEY FUNCTION [STANDBY
DTV & ATV (optional) 1 x IEC-Connector
Satellite TV (optional) 1 x F-Connector
usB 1 x USB Slot
HDMI 2 x HDMI Connector

INPUT
Component / AV Audio 1 x Mini RCA Connector (Black)
TERMINALS
Component / AV Video 1 x Mini RCA Connector (Black)
SCART 1 x SCART Connector (Black)
CI Slot (optional) 1 x CI Slot (Black)
SPDIF 1 x RCA / Optical (Optional)
OUTPUT

Headphone (Earphone)

1 x Mini RCA Connector (Black)




OO PRODUCT FEATURES

Model Name 40” 43"

Display screen 102 cm 110 cm

Voltage 180-240V AC 180-240V AC

Frequency 50/60 Hz 50/60 Hz

Power consumption 77W 80W

PRODUCT DIMENSIONS

Inch Version With Stand Without Stand
40” [ MODEL 1 (cm) (L x W x H) 91,79x 20,16 x 58,41 | 91,79 x8,62x 53,77
40” | MODEL 2 (cm) (L x W x H) 91,79 x 20,24 x 56,58 | 91,79 x 8,62 x 53,77
40” | MODEL 3 (cm) (LxW x H) 91,79x21,1x57,1 91,79 x 8,62 x 53,77
40” | MODEL 4 (cm) (L x W x H) 91,79 x 20,61x57,97 | 91,79 x 8,62 x 53,77
40” [ MODEL 5 (cm) (L x W x H) 91,79x21,75x59,17 | 91,79 x8,62x 53,77
43” | MODEL 1 (cm) (LxW x H) 97,13x31,45x61,2 97,13 x 8,62 x 56,67
43” | MODEL 2 (cm) (L x W x H) 97,13 x21,2x59,1 97,13 x 8,62 x 56,67
43” | MODEL 3 (cm) (LxW x H) 97,13x21,1x60,38 97,13 x 8,62 x 56,67
43" | MODEL 4 (cm) (LxW x H) 97,13 x20,61x60,88 | 97,13 x 8,62 x 56,67
43” | MODEL 5 (cm) (L x W x H) 97,13x21,75x62,07 | 97,13 x 8,62 x 56,67
43” | MODEL 6 (cm) (L x W x H) 97,13 x 21,1 x 60,83 97,13 x 8,62 x 56,67

Accessories

1 Piece Remote Control
1 Piece User Manual

2 Pieces Battery




40" - 43" STAND INSTALLATION DIAGRAM “MODEL 1”

1- Place the stands into their own slots 2- Fasten the stand to the device with
under the device. 2 pieces M4x25 YHB and 2 pieces
M5x25 screw.

40" - 43" STAND INSTALLATION DIAGRAM “MODEL 2"

1- Place the stands into their own slots 2- Please locate stand as picture
under the device. shown and screw with 2 pieces
M4x12 YSB.




40”- 43" STAND INSTALLATION DIAGRAM "MODEL 3"

1. Place the stands into the slots under the TV. 2. Fasten the stands to the TV with
2 pieces of M4x15 YSB and 2 pieces of
M5x16 YSB screw.

40"- 43" STAND INSTALLATION DIAGRAM "MODEL 4"

1. Place the stands into the slots under the TV. 2. Fasten the stands to the TV with
2 pieces of M4x15 YSB and 2 pieces of
M5x16 YSB screw.




40”- 43" STAND INSTALLATION DIAGRAM "MODEL 5"

1. Place the stands into the slots under the TV. 2. Fasten the stands to the TV with
2 pieces of M4x20 YSB and 2 pieces of
M5x20 YSB screw.

43" STAND INSTALLATION DIAGRAM "MODEL 6"

1. Place the stands into the slots under the TV. 2. Fasten the stands to the TV with
2 pieces of M4x20 YSB and 2 pieces of
M5x20 YSB screw.




Product Information Sheet

Information Value Unit
Supplier's name or trademark Atmaca Elektronik San. ve Tic. A.$ -
" [supptrs saress T e T :
2. | Model identifier SN40xxx010/yyzz* | SN&3xxx010/yyzz* -
2, Energy efficiency class for (SDR) G F -
4. | On mode power demand for (SDR) mode 48,0 47,0 w
5. | Energy efficiency class (HDR) NA NA -
6. | On mode power demand in (HDR) mode 0 0 w
7. Off mode, power demand 0 0 W
8. Standby mode power demand 0,4 0,4 W
9. Networked standby mode power demand 0 0 W
10. | Electronic display category Television Television -
11. | Size ratio 16:9 16:9 integer
12. | Screen resolution (pixels) 1920x1080 1920x1080 pixels
13. | Screen diagonal 101,6 109,7 cm
14. | Screen diagonal 40 43 inches
15. | Visible screen area 441 49,8 dm?
16. | Panel technology used LED LCD LED LCD -
17. | Automatic brightness control (ABC) available NO NO -
18. | Voice recognition sensor available NO NO -
19. | Room presence sensor available NO NO -
20. | Image refresh frequency rate 60 60 Hz
21. | Minimum guaranteed availability of software and firmware updates (until) 8 8 years
22. | Minimum guaranteed availability of spare parts (until) 7 7 years
Minimum guaranteed product support (until) 2 2 years
= Minimum duration of the general guarantee offered by the supplier 2 2 years
24. | Power supply type Internal Internal -
i - - - text
External power supply
25. | [non-standardised and i) Input voltage - - \%
included in the product box)
iii) Output voltage - - \%
i) Supported standard name or list - - text
External standardised
power supply (or suitable ii) Required output voltage - - \
26. | one if notincluded in the
product box) iii) Required delivered current (minimum) - - A
iv) Required current frequency - - Hz

* xxX, yy, zz codes (which are used in the model number) can be 0-9 or A-Z or blank or symbol to indicate the availability of some options.
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Bulgarian (BG)

1. HanmeHoBaHue unu Thproecka Mapka Ha focTasuuka / Agpec Ha foctaBuuka 2. MipeHtudukatop Ha Mogena 3. Knac Ha eHepruiHa epekTMBHOCT npu
CTaHpapTeH AnHamuuer o6xsat (SDR) 4. KoHcyMupaHa MOLHOCT B pexxuM ,BKIlodeH Npu cTaHaapTeH auHamuder obxeat (SDR) 5. Knac Ha eHepruitHa
edeKTUBHOCT npu  ronsM AuHamuden obxsat (HDR) 6. KoHcymupaHa MOLWHOCT B pexuM ,BKYeH” npu ronsam AuHamuyeH obxsat (HDR)
7. KoHcyMMpaHa MOLLHOCT B pexiuM ,m3knodeH” 8. KoHcyMmpaHa MOLHOCT B pexiM B roToBHOCT 9. KOHCYMMpaHa MOLLHOCT B MPEXOBU PEXUM B
rotogHocT” 10. KaTeropus Ha enekTpoHHus ekpaH 11. CboTHoWweHWe Ha pasmepuTe 12. PasgenuTenta cnocobHocT Ha ekpaa (nukcenn) 13. lnaroHan
Ha ekpaHa 14. [lnaroHan Ha ekpara 15. Buguma nnouy Ha ekpaHa 16. V13nonseaHa TexHonorus Ha naHena 17. Hanuuve Ha aBTOMaTU4HO perynvpaHxe Ha
spkocTta (ABC) 18. Hannuue Ha aatuvk 3a rnacoso pasnosHasaHe 19. Hanuuve Ha Aatunk 3a npuckcTeue B noMelueHneto 20. Yectota Ha o6HoBsiBaHe
Ha u3obpaxeHneTo 21.MuHMMaNHa rapaHTUpaHa HaAMYHOCT Ha aKTyau3aLmMu Ha NPOrpaMHOTO ocUrypsisaHe 1 6a30B0TO NporpaMHo ocurypsisaue (fo):
22. MyHMManHa rapaHTpaHa HaJN4HOCT Ha pesepBHU YacTh (fo): 23. MuHuManHa rapaHTpaHa nopapbxKa 3a npoaykra / Munnmanen cpok Ha obwara
rapaHuys, npefocTaBsiHa oT AocTaBuMka 24. TN Ha eNekTpo3axpaHBaLLoTo YCTPONCTBO 25. BbHLWHO 3axpaHBallo yCTPOMCTBO (HecTaHgapTUamnpaHo,
BKJIIOYEHO B OMakoBKaTta 3aefHo ¢ npogykra) i) - ii) HanpexeHue Ha exoga iii) Hanpexerue Ha usxoga 26) CTaHRapTM3MpaHo BBHLLHO 3aXpaHBalLo
YCTPONCTBO (MM NOAXOAALLO TakoBa, ako He e BKIYEHO B 0MakoBKkaTa 3aefHo ¢ npopykra) i) MopabpxaHo cTaHAapTHO HaWMeHOBaHMe UK CNINCBK
ii) HeobxognMo HanpexeHie Ha naxopaa iii) Heobxoanm nogasaH Tok (MuHUMyM) iv) Heobxoamnma yectota Ha Toka

Spanish (ES)

1. Nombre o marca del proveedo / Direccién del proveedor 2. Identificador del modelo del proveedor 3. Clase de eficiencia energética para el rango
dindmico normal (SDR) 4.Demanda de potencia en modo encendido para el rango dindmico normal (SDR) 5. Clase de eficiencia energética
(HDR] 6. Demanda de potencia en modo encendido para el alto rango dindmico (HDR) 7. Demanda de potencia en modo desactivado 8. Demanda de
potencia en modo preparado 9.Demanda de potencia en modo preparado en red 10. Categoria de pantalla electrénica 11. Ratio de tamano
12. Resolucion de la pantalla (en pixeles) 13. Diagonal de la pantalla 14. Diagonal de la pantalla 15. Superficie visible de la pantalla 16. Tecnologia usada
en el panel 17. Control automatico de brillo (ABC) disponible 18.Sensor de reconocimiento vocal disponible 19. Sensor de presencia disponible
20. Frecuencia de refresco de laimagen 21. Disponibilidad minima garantizada de actualizaciones de software y de firmware (hasta): 22. Disponibilidad
minima garantizada de piezas de recambio (hasta): 23. Disponibilidad minima garantizada de asistencia para el producto/ Duracion minima de la
garantia ofrecida por el proveedor 24. Tipo de fuente de alimentacién: 25) Fuente de alimentacion externa (no normalizada e incluida en la caja del
producto) i) - ii) Tensién de entrada iii) Tension de salida 26) Fuente de alimentacién externa normalizada (o una adecuada, si no esta incluida en la
caja del producto) i) Nombre o lista de las normas de apoyo ii) Tensién de salida requerida iii) Intensidad de corriente requerida (minima) iv) Frecuencia
de corriente requerida

Danish (DA)

1. Leverandgrens navn eller varemarke / Leverandgrens adresse 2. Modellens identifikationskode 3. Energieffektivitetsklasse i standard
dynamikomrade (SDR) 4. Effektforbrug i teendt tilstand i standard dynamikomrade (SDR) 5. Energieffektivitetsklasse (HDR) é. Effektforbrug i teendt
tilstand i hgjt dynamikomrade (HDR) 7. Effektforbrug i slukket tilstand 8. Effektforbrug i standbytilstand 9. Effektforbrug i netvaerksforbundet
standbytilstand 10. Elektronisk skaermkategori 11. Stgrrelsesforhold 12. Skaermoplgsning [pixel) 13. Skeermdiagonal 14. Skeermdiagonal 15. Synligt
skaermareal 16. Anvendt panelteknologi 17. Automatisk lysstyrkekontrol (ABC) 18. Stemmegenkendelsessensor 19. Tilstedeveerelsessensor
20. Opdateringsfrekvens 21. Garanteret minimumsadgang til software- og firmwareopdateringer (indtil) 22. Garanteret minimumsadgang til reservedele
(indtil) 23. Garanteret minimumsadgang til produktsupport / Mindstevarigheden af den garanti, som leverandgren tilbyder 24. Stremforsyningstype
25) Ekstern strgmforsyning (ikkestandardiseret og indeholdt i produktboksen) i) - ii) Indgangsspeending iii) Udgangsspaending 26) Standardiseret
ekstern stremforsyning (eller egnet, hvis ikke leveret med produktet) i) Understgttet standard (en eller flere) ii) Pakraevet udgangsspaending iii) Pakraevet
stremstyrke (minimum) iv) Pékreevet frekvens

German (DE)

1.Name oder Handelsmarke des Lieferanten / Anschrift des Lieferanten 2. Modellkennung 3. Energieeffizienzklasse bei Standard-Dynamikumfang
(SDR) 4. Leistungsaufnahme im Ein-Zustand bei Standard-Dynamikumfang (SDR) 5. Energieeffizienzklasse (HDR) é. Leistungsaufnahme im
Ein-Zustand bei hohem Dynamikumfang (HDR] 7. Leistungsaufnahme im Aus-Zustand 8. Leistungsaufnahme im Bereitschaftszustand
9. Leistungsaufnahme im vernetzten Bereitschaftsbetrieb 10. Art des elektronischen Displays 11. Seitenverhaltnis 12. Bildschirmauflésung (Pixel)
13. Bildschirmdiagonale 14. Bildschirmdiagonale  15. Sichtbare Bildschirmflache 16. Verwendete Panel-Technologie 17. Automatische
Helligkeitsregelung (ABC) vorhanden 18. Spracherkennungssensor vorhanden 19. Anwesenheitssensor vorhanden  20. Bildwiederholfrequenz
21. Mindestens garantierte Software - und Firmware - Aktualisierungen (bis): 22. Mindestens garantierte Verflgbarkeit von Ersatzteilen (bis):
23. Mindestens garantierte Produktunterstiitzung / Mindestlaufzeit der vom Lieferanten angebotenen allgemeinen Garantie 24. Art  der
Stromversorgung  (Netzteil) ~ 25) Externes Netzteil (nicht genormt, in der Verkaufsverpackung enthalten) i)- ii) Eingangsspannung
iii) Ausgangsspannung  26) Genormtes externes Netzteil (oder geeignetes Netzteil, falls nicht in der Verkaufsverpackung enthalten) i) Name oder
Liste unterstiitzter Normen ii) Bendtigte Ausgangsspannung iii) Bendtigte Stromstarke (Mindestwert) iv) Bendtigte Stromfrequenz

Croatian (HR)

1. Ime ili zastitni znak dobavljaca / Adresa dobavljaca 2. Identifikacijska oznaka modela 3. Razred energetske ucinkovitosti za standardni dinamicki
raspon (SDR) 4. Snaga u uklju¢enom stanju za standardni dinamicki raspon (SDR] 5. Razred energetske ucinkovitosti (HDR) é. Snaga u uklju¢enom
stanju za nacin velikog dinamickog raspona (HDR] 7. Snaga u isklju¢enom stanju 8.Snaga u stanju pripravnosti 9. Snaga u umrezenom stanju
pripravnosti 10. Kategorija elektroni¢kog zaslona 11. Omjer veli¢ine 12. Razlu¢ivost zaslona (u pikselima) 13. Dijagonala zaslona 14. Dijagonala zaslona
15. Vidljivo podrucje zaslona 16. Tehnologija panela koja se koristi 17. Automatska regulacija svjetline (ABC) je dostupna 18. Senzor za prepoznavanje
glasa je dostupan 19. Senzor prisutnosti u prostoriji je dostupan 20. Ucestalost osvjezavanja slike 21. Minimalna zajamcena dostupnost azuriranja
softvera i integriranog  softvera uredaja (do): 22. Minimalna zajamcena dostupnost rezervnih dijelova (do): 23. Minimalna zajaméena podrska za
proizvod / Minimalno trajanje opéeg jamstva koje nudi dobavljaé 24. Vrsta napajanja: 25) Vanjsko napajanje (prilozeno uz proizvod, nije normirano) i) -
i) Ulazni napon iii) Izlazni napon 26) Vanjsko normirano napajanje (ako nije prilozeno uz proizvod, drugo odgovarajuce napajanje) i) Podrzani standardni
naziv ili popis ii) Potreban izlazni napon iii) Potrebna jakost struje (minimalna) iv) Potrebna frekvencija struje

Dutch (NL)

1. Naam van de leverancier of het handelsmerk / Adres van de leverancier 2. Typeaanduiding 3. Energie-efficiéntieklasse voor SDR 4. Opgenomen
vermogen in de gebruiksstand voor SDR 5. Energie-efficiéntieklasse (HDR] é.0Opgenomen vermogen in de gebruiksstand in HDR-modus
7. Opgenomen vermogen in uitstand 8. Opgenomen vermogen in stand-bystand 9. 0Opgenomen vermogen in netwerkgebonden stand-bystand
10. Categorie elektronisch beeldscherm 11. Beeldverhouding 12. Schermresolutie (pixels) 13. Schermdiagonaal 14. Schermdiagonaal 15. Zichtbaar
schermoppervlak 16. Gebruikte platteschermtechnologie 17. Automatische helderheidsregeling (ABC) beschikbaar 18. Spraakherkenningssensor
beschikbaar 19. Aanwezigheidssensor beschikbaar 20. Beeldverversingsfrequentie 21. Minimale gegarandeerde beschikbaarheid van software- en
firmware-updates (tot en met): 22. Minimale gegarandeerde beschikbaarheid van reserveonderdelen [tot en met): 23. Minimale gegarandeerde
productondersteuning / Minimumduur van de door de leverancier geboden algemene garantie 24. Type voeding: 25) Externe voeding
(niet-gestandaardiseerd en in de doos van het product meegeleverd) i) - ii) Voedingsspanning iii) Uitgangsspannin 26) Externe gestandaardiseerde
voeding (of geschikte indien niet in de doos van het product meegeleverd) i) Ondersteunde standaardnaam of lijst ii) Vereiste uitgangsspanning
iii) Vereiste aangeleverde stroom iv) Vereiste stroomfrequentie

Slovenian (SL)

1. Dobaviteljevo ime ali blagovna znamka / Naslov dobavitelja 2. Identifikacijska oznaka modela 3. Razred energijske ucinkovitosti za standardno
dinami¢no obmocje (SDR) 4. Zahtevana mo¢ v stanju delovanja za standardno dinami¢no obmodje (SDR) 5. Razred energijske ucinkovitosti (HDR) 6.
Zahtevana mo¢ v stanju delovanja v nainu visokega dinami¢nega obmocja (HDR) 7. Zahtevana mo¢ v stanju izklju¢enosti 8. Zahtevana mo¢ v stanju
pripravljenosti 9. Zahtevana moc¢ v omreznem stanju pripravljenosti 10. Kategorija elektronskega prikazovalnika 11. Razmerje velikosti 12. Locljivost
zaslona (v pikslih) 13. Diagonala zaslona 14. Diagonala zaslona 15. Vidna povrsina zaslona 16. Uporabljena tehnologija panelov 17. Samodejno
prilagajanje svetlosti (ABC) 18. Tipalo za prepoznavanje govora 19. Tipalo prisotnosti v prostoru 20. Stopnja pogostosti osvezevanja slike 21.Najmanjsa
zagotovljena razpoloZljivost posodobitev programske in strojne opreme (do): 22. Najmanj$a zagotovljena razpoloZljivost rezervnih delov (do):
23. Minimalna zagotovljena podpora za izdelek / Minimalno trajanje splo$ne garancije, ki jo ponuja dobavitelj 24. Tip napajalnika: 25) Zunanji napajalnik
(nestandardiziran in priloZzen v embalaZi izdelka) i) - i) Vhodna napetos iii) Izhodna napetost 26) Zunanji standardiziran napajalnik (ali ustrezen, e ni
prilozen v embalaZi izdelka) i) Podprti standardni naziv ali seznam ii) Zahtevana izhodna napetost iii] Zahtevani vhodni tok (najmanj) iv]Potrebna
frekvenca toka




Greek (EL)

1. Ovopa/enwvupia Tou NpopnBeuTh N epnoptkd onpa AteuBuvon npopnBeutn / 2. AvayvwptoTikd Tou poviélou 3. TAEn evepyelakng anddoong yia Tuniko
Suvapko eupog (SDR) 4. Zntnon Loxuog og Katdotaon AetToupyiag yia Tunikd duvapiko eupog (SDR) 5. Ta€n evepyetakng anédoong (HDR) 6. Zntnon woxog
o€ KaTaoTaon Aetroupyiag, o€ Aetroupyia uynAou duvapitkou evpoug (HDR) 7. Zntnon toxtog oe kataataon ekTog Aetroupyiag 8. ZATnon toxuog oe Aetroupyia
avagovng 9. Zntnon oxUog oe dikTuwpévn Aettoupyia avapovng 10. Katnyopia nAektpovikng dlaragng anewkoviong 11. Adyog Slaotaoewv 12. Avaluon
0Bovng (pixel) 13. Away@viog Tng 086vng 14. Awayaviog Tng 086vng 15. EuBadov opatng 086vng 16. XpnowonowoUpevn Texvoloyia 08évng 17. Ynap€n
Aetroupyiag autoparou ehéyxou Aapnpotntag (ABC) 18.°Ynap€n awoBntipa avayvplong gwvng 19. Ynap€n ateBnthpa evroniopou napouaiag 20. PuBuog
avavéwong Tng ewkovag 21. EAGXOTn eyyunpévn SLaBectuotnTa eVNPEP®OEWY AOYLOHIKOU Kat UAKOAoylopikoU (éwg): 22. EAaxotn eyyunpévn
SlaBeotpotnta aviaMakTikév (Ewg): 23. EAaxoTn eyyunpévn unoothplén npoioviog / EAAXLOTn SLAPKELG TNG YEVIKNG EYYUNONG MOU MPOCPEPEL O
npopnBeuTG 24. TUnog Tpo@odoTikou: 25) EEwTePIKO TpOPOBOTIKO (LN TuNonotnpévo, To onoio cupnepAapBaveTal oTn cuokeuasia Tou npotovrog) i) -
ii) Taon ew0odou iii) Taon e€6dou 26) E€wTepikd TUNOMONPEVD TPOPOSOTIKG (M KaTaAAnAo, av dev nep\apBavetal oTn ouoKeuaoia Tou MPoibVTOG)
i) Ynootnpizopevn Ttunomownpévn ovopacia n Kataloyog i) Anatroupevn taon €€6dou i) Anaroupevn napexopevn €viaon pedpatog (eAaxiorn)
iv) AnatroUpevn ouxvoTNTa PEUPATOG

French (FR)

1. Nom du fournisseur ou marque commerciale / Adresse du fournisseur 2. Référence du modele 3. Classe d'efficacité énergétique pour la gamme
dynamique standard (SDR) 4. Puissance appelée en mode marche pour la gamme dynamique standard (SDR) 5. Classe d'efficacité énergétique (HDR)
6. Puissance appelée en mode marche pour la haute gamme dynamique (HDR) 7. Puissance appelée en mode arrét 8. Puissance appelée en mode veille
9. Puissance appelée en mode veille avec maintien de la connexion au réseau 10. Catégorie de dispositif d'affichage électronique 11. Rapport de taille
12. Résolution de Uécran (pixels) 13. Diagonale de l'écran 14. Diagonale de Uécran 15. Surface visible de U'écran 16. Technologie d'affichage utilisée
17. Réglage automatique de la luminosité (ABC) disponible 18. Capteur de reconnaissance vocale disponible 19. Capteur de présence disponible
20. Taux de fréquence de rafraichissement de limage 21. Disponibilité minimale garantie des mises a jour du logiciel et du micrologiciel (jusqu’au):
22. Disponibilit¢ minimale garantie des piéces de rechange (jusqu'au): 23. Assistance produit minimale garantie / Durée minimale de la garantie
offerte par le fournisseur 24. Type d’alimentation: 25) Alimentation externe (incluse dans l'emballage du produit) i) - ii) TTension d’entrée iii) Tension
de sortie 26) Alimentation externe normalisée (ou appropriée si non incluse dans lemballage du produit) i) Référence ou liste de la ou des normes
prises en charge ii) Tension de sortie requise iii) Intensité du courant a fournir (minimale) iv) Fréquence du courant requise

Italian (IT)

1. Marchio o nome del fornitore /Indirizzo del fornitore 2. Identificativo del modello 3. Classe di efficienza energetica per la gamma dinamica standard
(SDR] 4. Potenza assorbita in modo acceso per la gamma dinamica standard (SDR) 5. Classe di efficienza energetica (HDR) 6. Potenza assorbita in
modo acceso per la gamma dinamica alta (HDR) 7. Potenza assorbita in modo spento 8. Potenza assorbita in modo stand-by 9. Potenza assorbita in
modo stand-by in rete 10. Tipo di display elettronico 11. Rapporto dimensioni 12. Risoluzione dello schermo [pixel) 13. Diagonale dello schermo
14. Diagonale dello schermo 15. Superficie visibile dello schermo 16. Tecnologia del pannello 17. Controllo automatico della luminosita (ABC)
disponibile 18. Sensore di riconoscimento vocale disponibile 19. Sensore di rilevamento di presenza disponibile 20. Tasso di frequenza di
aggiornamento  dellimmagine 21. Disponibilita minima garantita degli aggiornamenti di software e firmware (fino al): 22. Disponibilita minima
garantita delle parti di ricambio (fino al: 23. Assistenza tecnica minima garantita per il prodotto / Durata minima della garanzia generale offerta dal
fornitore 24. Tipo di alimentatore 25) Alimentatore esterno (non standardizzato e incluso nell'imballaggio del prodotto) i) - ii) Tensione d'ingresso
iii) Tensione di uscita 26) Alimentatore esterno standardizzato (o alimentatore esterno adatto se non incluso nellimballaggio del prodotto) i} Indicazione
della o delle norme tecniche con cui lalimentatore & compatibile ii] Tensione di uscita necessaria iii) Intensita di corrente necessaria (min.)
iv) Frequenza di corrente necessaria

Latvian (LV)

1. Piegadataja nosaukums vai precu zime / Piegadataja adrese 2. Modela identifikators 3. Energoefektivitates klase SDR (standarta dinamiskais
diapazons) 4. Aktiva reZima pieprasita jauda SDR (standarta dinamiskais diapazons) 5. Energoefektivitates klase (HDR) é. Aktiva reZima pieprasita jauda
HDR (plass dinamiskais diapazons) rezimam 7. Pieprasita jauda izslégta rezima (W) 8. Pieprasita jauda gaidstaves rezima (W) 9. Pieprasita jauda
tiklierosas gaidstaves rezima (W) 10. Elektroniska displeja kategorija 11. Platuma/augstuma samérs 12. Ekrana izSkirtspgja (pikselos) 13. Ekrana
izmérs pa diagonali 14. Ekrana izmérs pa diagonali 15. Ekrana redzamais laukums 16. Izmantota panelu tehnologija 17. Ir pieejama spilgtuma
automatiska regulésana (ABC) 18.Ir pieejams balss atpazisanas sensors 19.Ir pieejams klatbltnes telpad sensors 20.Attéla atsvaidzes
intensitate 21. Programmatiras un aparatprogrammatdras atjaunindjumu minimala garantéta pieejamiba (lidz) 22. Rezerves dalu minimala garantéta
pieejamiba (lidz): 23. Minimalais garantétais razojumu atbalsts / Piegadataja piedavatas visparéjas garantijas minimalais ilgums 24. Barosanas avota
tips 25) Argjais baroZanas avots (nestandartizéts un ieklauts razojuma komplektacija) i) - ii) leejas spriegums iii) Izejas spriegums 26) Standartizéts
aréjais barosanas avots (vai atbilstoss, ja nav ieklauts razojuma komplektacija) i) Atbalstita standarta nosaukums vai saraksts ii) Vajadzigais izejas
spriegums iii) Vajadzigais stravas stiprums (minimalais) iv) Vajadziga stravas frekvence

Lithuanian (LT)

1. Tiekéjo pavadinimas arba prekés zenklas / Tiekéjo adresas 2. Modelio zymuo 3. Energijos vartojimo efektyvumo klasé veikiant standartinés
dinamineés srities (SDR) veiksena 4. |jungties veiksenos galios poreikis veikiant standartinés dinaminés srities (SDR) veiksena 5. Energijos vartojimo
efektyvumo klasé (HDR) é. Jjungties veiksenos galios poreikis veikiant didelés dinaminés srities (HDR) veiksena 7. 15jungties veiksenos galios poreikis
8. Budéjimo veiksenos galios poreikis 9. Tinklinés budéjimo veiksenos galios poreikis 10. Elektroninio vaizduoklio kategorija 11. Dydzio santykis
12. Ekrano skyra [pikseliais) 13. Ekrano jstrizainé 14. Ekrano jstrizainé 15. Matomas ekrano plotas 16. Naudojama ekrano technologija 17. Yra
automatinio skaiscio reguliavimo (ABC) funkcija 18. Yra balso atpazinimo jutiklis 19. Yra buvimo patalpoje jutiklis 20. Vaizdo atnaujinimo daZnis
21. Minimalus garantuotas programinés jrangos ir programinés aparatinés jrangos atnaujinimy prieinamumo laikotarpis (iki): 22. Minimalus
garantuotas galimybés gauti atsarginiy daliy laikotarpis (iki): 23. Minimalus garantuotas su gaminiu susijusios pagalbos teikimo laikotarpis /
Minimali tiekéjo suteiktos bendrosios garantijos trukmé 24. Maitinimo Saltinio tipas 25) ISorinis maitinimo altinis (nestandartizuotas, jdétas j gaminio
deéze) i) - ii) |éjimo jtampa iii) 15¢jimo jtampa 26) I3orinis standartizuotas maitinimo altinis (arba tinkamas, jei nejdétas j gaminio déZe) i) Palaikomas
standartinis pavadinimas arba sarasas ii) Reikiama i$éjimo jtampa iii) Reikiama tiekiama srové (minimali) iv) Reikiamas srovés daznis

Romanian (RO)

1. Denumirea sau marca furnizorului / Adresa furnizorului 2. ldentificatorul modelului 3. Clasa de eficientd energetica pentru intervalul dinamic
standard (SDR) 4. Consumul de putere in modul pornit pentru intervalul dinamic standard (SDR) 5. Clasa de eficientd energetica (HDR) 6. Consumul de
putere in modul pornit pentru intervalul dinamic ridicat (HDR) 7. Consumul de putere in modul oprit 8. Consumul de putere in modul standby
9.Consumul de putere in modul standby in retea 10. Categoria de afisaj electronic 11. Raportul de aspect 12. Rezolutia ecranului (pixeli) 13. Diagonala
ecranului 14. Diagonala ecranului 15. Aria suprafetei vizibile a ecranului 16. Tehnologia de afisare utilizati 17. Reglarea automata a luminozitatii (ABC)
disponibila 18. Senzor pentru recunoastere vocala disponibil 19. Senzor pentru prezenta in incapere disponibil 20. Frecventa de reimprospatare a
imaginii 21.Disponibilitatea minim3 garantata a actualizarilor de software si firmware (pana la): 22. Disponibilitatea minima garantata a pieselor de
schimb (pana la): 23. Asistentd minim& garantata pentru produs / Durata minima a garantiei generale oferite de furnizor 24. Tipul sursei de alimentare:
25) Sursa de alimentare externd (nestandardizata si inclusa in cutia produsului) i) - i) Tensiunea de intrare iii) Tensiunea de iesire 26) Sursa de
alimentare extern3 standardizata (sau una adecvat3, dacs nu este inclusa in cutia produsului) i) Denumirea sau lista standardelor aferente ii) Tensiunea
de iesire necesara iii) Curentul furnizat necesar (minim) iv) Frecventa curentului necesara

Swedish (SV)

1. Leverantorens namn eller varumérke / Leverantérens adress 2. Modellbeteckning 3. Energieffektivitetsklass for SDR (Standard Dynamic Range)
4. Effektbehov i p&lage for SDR (Standard Dynamic Range) 5. Energieffektivitetsklass for HDR (High Definition Range) 6. Effektbehov i palage for HDR
(High Dynamic Range) 7. Effektbehov i franlage 8. Effektbehov i standbyldge 9. Effektbehov i natverksanslutet standbyldge 10. Kategori av elektronisk
bildskarm 11. Hgjd - breddfoérhallande 12. Skarmupplosning (pixlar) 13. Skarmdiagonal 14. Skarmdiagonal 15. Synlig bildskdrmsarea
16. Bildskarmsteknik 17. Automatisk ljusstyrkereglering (ABC] tillgénglig 18. Sensor fér taligenkanning tillganglig 19. Narvarosensor tillganglig 20.
Bilduppdateringsfrekvens 21. Minsta garanterade tillgang till uppdateringar av fast programvara och annan programvara (t.o.m.) 22. Minsta
garanterade tillgang till reservdelar (t.o.m.) 23. Minsta garanterade produktsupport / Kortaste giltighetsperiod for leverantérens garanti 24. Typ av
strémforsérjning (nataggregat) 25) Ej standardiserat externt nataggregat (som finns med i forpackningen) i-) - ii) Ingdende spanning iii) Utgdende
spanning 26) Standardiserat externt nataggregat (eller lampligt sddant om det inte finns med i produktens forpackning) i) Relevant standard (en eller
flera) ii) Krav p& utgdende spanning i) Krav pa utgéende strém (minimum) iv) Krav p& strommens frekvens
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